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Established over 25 years ago, YAOHUA Electric Group is a 

leading machinery and electric equipment company in China. 

The company holds registered capital of RMB108,800,000 and 

the value of its imports and exports exceeds USD 15,000,000 

each year. 

YAOHUA Plastics BRANCH. is the subsidiary of YAOHUA 

group, specialize in manufacturing plastic products which is 

exported to west Europe, Russia, Australia, Brazil, India, Iran, 

UAE, South East Asia and so on, we have got approval of the 

international Quality system of ISO9001, and the safety 

approvals of CE, and passed green recycle SGS & ROHS 

approval. As a professional manufacturer, we can make sure that 

you get the quantity you need at the best possible price.

Company introdution

Products range
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 Nail clips

 Cable glands

 Terminal blocks

 Wrapping bands

 Plastic cross/tice spacer

Cable ties



Qualification certificate

ISO9001  ISO14001
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Item No.
Length

Inch mm
Width(mm) Bundle Diameter

Min.Loop Tensile Strength 

LBS kgs
Packing

 YH-3x60

YH-3×80

YH-3×100

YH-3×120

YH-3×150

YH-3×200

YH-4×150

YH-4×180

YH-4×200

YH-4×250

YH-4×300

YH-4×370

YH-5×120

YH-5×180

YH-5×200

YH-5×250

YH-5×300

YH-5×350

YH-5×380

YH-5×400

YH-5×430

YH-5×500

YH-8×150

YH-8×180

YH-8×200

YH-8×250

YH-8×300

YH-8×350

YH-8×400

YH-8×450

YH-8×500

YH-10x400

YH-10x450

YH-10x500

YH-10x550

YH-10x650

YH-10x760

2 3/8"

3 3/16"

4"

4 3/4"

6"

8"

6"

7"

8"

10"

11 5/8"

14 1/2"

4 3/4"

7"

8"

10"

11 5/8"

13 3/4"

15"

15 3/4"

17 3/4"

19 11/16"

6"

7"

8"

10"

11 5/8"

13 3/4"

15 3/4"

17 3/4"

19 11/16"

15 3/4"

17 3/4"

19 11/16"

21 9/16"

25 9/16"

29 1/2"

60

80

100

120

150

200

150

180

200

250

300

370

120

180

200

250

300

350

380

400

430

500

150

180

200

250

300

350

400

450

500

400

450

500

550

650

760

2.5

2.5

2.5

2.5

2.5

2.5

3.5

3.5

3.5

3.5

3.5

3.5

4.8

4.8

4.8

4.8

4.8

4.8

4.8

4.8

4.8

4.8

7

7

7

7

7

7

7

7

7

9

9

9

9

9

9

2-11

2-16

2-22

2-30

2-35

3-50

3-35

3-42

3-50

3-65

3-80

3-102

3-24

3-42

3-50

3-65

3-82

3-90

3-102

3-105

3-120

4-150

3-33

3-42

3-50

4-63

4-82

4-90

4-105

4-118

4-150

15-105

15-130

15-150

15-165

15-190

15-220

18

18

18

18

18

18

40

40

40

40

40

40

50

50

50

50

50

50

50

50

50

50

120

120

120

120

120

120

120

120

120

175

175

175

175

250

250

8

8

8

8

8

8

18

18

18

18

18

18

22

22

22

22

22

22

22

22

22

22

55

55

55

55

55

55

55

55

55

80

80

80

80

80

80

100pcs 

& 1000pcs

100pcs 

& 500pcs

100pcs 

& 250pcs

100pcs 

& 250pcs

100PCS

Self-locking nylon cable ties
Material: Nylon 66, Flammability 9V-2 by UL recognized, Heat-resisting, Acid & erosion proof, 
                insulate well and not apt to age.

Operating Temperature: -35℃ to 85℃
Color: Natural(standard color,white), UV black and other colors are available as request.

* color item: W=white & natural, B=black, BR=Brown, RD=red, OR=Orange, YL=Yellow, GN=Green, BL=Blue, PP=Purple, GY=Gray
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Coaxial Nail Clips

Item No.

YH-0607

YH-0810

YH-1115

YH-1619

6-7

8-10

11-15

16-19

2.0 X 20

2.0 X 20

2.0 X 35

2.0 X 40

100PCS

D(mm) Nail Packing

Item No.

YH-4MM

YH-5MM

YH-6MM

YH-7MM

YH-8MM

YH-9MM

YH-10MM

YH-12MM

YH-14MM

YH-16MM

YH-17MM

YH-18MM

YH-20MM

YH-22MM

YH-25MM

YH-30MM

YH-32MM

YH-35MM

YH-40MM

5.3

6.0 

8.0 

8.7 

9.5 

11.0 

12.0 

13.5 

16.5 

18.0 

20.0 

20.5 

22.5 

23.5 

26.5 

32.5 

34.5 

38.0 

43.8 

4.0 

5.0 

6.0 

7.0 

8.0 

9.0 

10.0 

12.0 

14.0 

16.0 

17.0 

18.0 

20.0 

22.0 

25.0 

30.0 

32.0 

35.0 

40.0 

1.7 X 14

1.7 X 14

1.82 X 16

1.82 X 18

1.95 X 19

2.05 X 22

2.1 X 23

2.2 X 25

2.3 X 30

2.35 X 32

2.6 X 38

2.6 X 38

2.7 X 40

2.9 X 43

3.1 X 50

3.5 X 55

3.5 X 55

3.5 X 60

3.5 X 65

100PCS

H(mm) D(mm) Nail Packing

Circle Nail Clips
1. PE(white, grey), elasticity and shock resisting
2. Inserting type, nail attached in clips, save time and cost.

1. PE(white, grey), elasticity and shock resisting
2. Inserting type, nail attached in clips, save time and cost.
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Stainless-Steel cable tie-Ladder single barb lock type

Item No.
Length

Inch mm
Width(mm)

Max Bundle 
Diameter mm(inch)

Min.Loop Tensile Strength 

LBS kgs

YH-7×150

YH-7×225

YH-7×300

YH-7×335

YH-7×400

YH-7×450

YH-7×490

YH-7×550

YH-7×600

YH-7×650

YH-7×700

YH-7×750

YH-7×800

5.9"

8.86"

11.8"

13.2"

15.7"

17.7"

19.3"

21.7"

23.6"

25.6"

27.6"

29.5"

31.5"

150

225

300

335

400

450

490

550

600

650

700

750

800

7

7

7

7

7

7

7

7

7

7

7

7

7

33(1.3)

57(2.2)

81(3.2)

92(3.6)

113(4.4)

129(5.1)

141(5.6)

161(6.3)

176(6.9)

192(7.6)

208(8.2)

224(8.8)

240(9.4)

135

135

135

135

135

135

135

135

135

135

135

135

135

60

60

60

60

60

60

60

60

60

60

60

60

60

Stainless-Steel expoxy coated cable tie

Item No.
Length

Inch mm
Width(mm)

Max Bundle 
Diameter mm(inch)

Min.Loop Tensile Strength 

LBS kgs

YH-

YH-10×190

YH-10×250

YH-10×300

YH-10×350

YH-10×400

YH-10×450

YH-10×490

YH-10×550

YH-10×600

YH-10×650

YH-10×700

10×150 5.9"

7.5"

9.8"

11.8"

13.8"

15.7"

17.7"

19.3"

21.7"

23.6"

25.6"

27.6"

150

190

250

300

350

400

450

490

550

600

650

700

10

10

10

10

10

10

10

10

10

10

10

10

33(1.3)

46(1.8)

65(2.6)

81(3.2)

97(3.8)

113(4.4)

129(5.1)

141(5.6)

161(6.3)

176(6.9)

192(7.6)

208(8.2)

225

225

225

225

225

225

225

225

225

225

225

225

100

100

100

100

100

100

100

100

100

100

100

100

D

H

Circle Cable Clips   

D

H

K-type 

Flat Cable Clips  

HA

B

Coaxial Cable  Clips  

A B

H H

Flat Nail Clips

Item No.

100PCS

mm A Nail Packing

1. PE(white, grey), elasticity and shock resisting
2. Inserting type, nail attached in clips, save time and cost.

5MM

YH-6MM

YH-7MM

YH-8MM

YH-9MM

YH-10MM

YH-12MM

YH-14MM

YH-18MM

YH-19MM

YH- 5.5

6.0

6.5

7.0

8.0

8.0

8.5

10.0

12.5

14.0

3.5

4.1

4.7

5.0

5.4

5.6

5.6

7.0

8.5

10.5

1.7 X14

1.7 X16

1.9 X16

2.1 X19

2.1 X20

2.3 X21

2.3 X23

2.3 X23

2.6 X27

2.6 X27

5

6

7

8

9

10

12

14

18

19

B
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A
螺帽

Loch nut

B
垫圈

Washer

E
夹紧爪
Claw

D
夹紧圈

Seal

D1

L1

F
迫紧头

Sealing nut

L2

C
本体
Boby

A D2

Item No.

PG-07

PG-09

PG-11

PG-13.5

PG-16

PG-19

PG-21

PG-24

PG-29

PG-36

PG-42

PG-48

PG-63

12

16

17.9

20.2

22

24

26.9

29.8

36

45.7

54

59

71

8.1

11

13

15

17

19

21.8

24

28

39

46

51

63.5

9

9

9

9

11

11

11

13

13

15

15

16

28

5

5

5

5

5

5

6

7

7

8

8

8

9

15

15

18

20

20

22

24

24

25

32

33

36

45

14

16

18

19

19

21

22

24

24

27

29

30

44

6.4

8.6

10.7

13.3

14.3

15.5

16.7

19.2

24.8

30.7

35.6

41.4

55

3.5-6

4-8

5-10

6-12

10-14

12-15

13-18

15-22

18-25

22-32

30-38

34-44

42-54

D1 D2 L1 L2 L3 L4 B1 Cable range 

Nylon cable glands(PG)
· Material:made from UL Nylon 66,94V-2

· Feature:
  1.Special designation, good strengthsile and none damage to electrical machine.
   2.No need to dismetgrate  the fix terminal,  cable  can be inserted throug directly then tighten easy and save time.

· Application: used for machinery control box,  distribution plate, machine and electrical, etc.

Item No.

MG-12

MG-16

MG-20

MG-25

MG-32

MG-40

MG-50

MG-63

12

16

20

25

32

40

50

63

M16×1.5

M20×1.5

M25×1.5

M31×2

M38×2

M46×2

M58×2

M72×2

D1 D2
Threaded entry 

metric(mm) 

M12×1.25

M16×1.5

M20×1.5

M25×1.5

M32×1.5

M40×1.5

M50×1.5

M63×1.5

Cable rangeФ
(mm) 

Panel mounting 
hole(mm)

8.5

15

15

15

15

20

23

24

16

19.5

21.5

24.5

27.5

31

37

42

L1 L2 A(mm)

7.6-4.6

10-6

14-9

18-13

25-18

30-24

39-30

48.5-40

12.5

16.5

20.5

25.5

33

41

51

64

19

24

30

36

46

54

67

81.5

Nylon cable glands(MG)
· Threaded entry: Metric

· Color: black and grey

· Working temperature: -40℃-100℃， the item can also endure 120℃ instantly

· protection: IP68

· Standard: IEC698

D1 D2

L1

L2

B1

L4

L3

A
螺帽

Lock nut

E
夹紧爪
Claw

D
夹紧圈

Seal

F
迫紧头

Sealing nut

C
本体
Boby

-6--5-
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螺帽 垫片 本体

L3L2L1

D
2

D
1

夹紧爪 夹紧圈
AGSCLAW

迫紧头
AGNAGL AGW AGB

B
1

Item No.

MGS-12

MGS-16

MGS-20

MGS-25

PGS-7

PGS-9

PGS-11

PGS-13.5

PGS-16

PGS-21

12

16

20

25

12.2

15

18.2

20.2

22.2

28.1

1.25

1.5

1.5

1.5

7.9

14.4

12.8

13.9

8

8.1

8.2

8.9

8.9

10.8

12.1

14.4

19.5

19.5

12.8

13.9

15.4

15.8

17.3

18.6

53.3

74.4

96.2

111.2

53.3

62.5

74.9

85.5

96.2

111.2

3~6.5

5~10

10~14

13~18

3~6.5

4~8

5~10

6~12

10~14

13~18

D1 mm L1 L2 L3

6

9.6

14.5

16.5

6

7

9.6

11.7

14.5

16.5

B1 Cable range 

8.3

10.9

14.8

18.5

8

9.9

13.2

15.2

17.2

22.4

D2Item No.

M12×1.5

M16×1.5

M20S×1.5

M20×1.5

M25×1.5

M32×1.5

M40×1.5

M50×1.5

M63×1.5

12

16

20

20

25

32

40

50

63

8.3

10.9

14.8

15.5

21

26

33

42.5

54.1

6

9.6

12.5

14.5

18.4

26.2

33.4

36.5

44

7.9

15

15

15

15

15

18

18

18.5

13.3

15.8

18.4

19.5

22.3

24.8

31.6

31.6

32.6

3-6.5

5-10

6-12

10-14

13-18

18-25

25-32

30-38

34-44

D1 D2 B1 L1 L4 Cable range 

NYION cable glands(metric)
· Feature:
  1.Special designation, good strengthsile and none damage to electrical machine.
   2.not need to dismetgrate  the fix terminal,  cable  can be inserted throug directly then tighten easy and save time.

· Application: used for machinery control box,  distribution plate, machine and electrical, etc.

Cable glands With STRAIN RELIEF
· Feature:
  1.Special designation, good strengthsile and none damage to electrical machine.
   2.not need to dismetgrate  the fix terminal,  cable  can be inserted throug directly then tighten easy and save time.

· Application: used for machinery control box,  distribution plate, machine and electrical, etc.
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A
螺帽

Loch nut

B
垫圈

Washer

E
夹紧爪
Claw

D
夹紧圈

Seal

D1

L1

F
迫紧头

Sealing nut

L2

C
本体
Boby

A D2
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W

D

d

Item No.

SWB-03

SWB-06

SWB-08

SWB-10

SWB-12

SWB-15

SWB-19

SWB-24

SWB-30

1.5

4

6

7.5

9

12

15

20

26

10M/ROLL

Inner D(mm) PACKING

· Material: made from PE.

· Usage: fix one end with safety belt first,  then circle the wires clockwise to make them tighen.

· Application: a protection wear for electric wires, and make them insulation and look nice.

Spiral wrapping bands   

3

6

8

10

12

15

19

24

30

Outer D(mm)

4

7

10.8

11.4

13.9

15

18.2

19.6

43

W(mm)

1.5-10

4-50

6-60

7.5-60

9-65

12-75

15-100

20-130

26-150

WRAPPING RANGE(mm) 

PLASTIC CROSS/TILE SPACER
· Material:PE

· Usage:To adjust the aperture tiles and make ti well-located and beautiful.

Item No.

YH-1.5

YH-2

YH-2.5

YH-3

YH-4

YH-5

YH-6

YH-8

15

15

17

18

21

22

25

28

A(mm)

15

15

17

18

21

22

25

28

B(mm)

2

2

2

2.2

2.5

2.8

3

4.5

C(mm)

1.5

2

2.5

3

4

5

6

8

D(mm)
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Item No.

YH-3A

YH-6A

YH-10A

YH-16A

YH-20A

YH-30A

YH-63A

YH-80A

YH-100A

90.3

110.7

117.5

137.5

155

166.7

188

205

250

15.5

15.5

20

22

25

25.5

29

33

46

10.8

12.5

15

17.0 

19.2

20

23.5

27

31

6

6.5

8.4

10.3

11.5

12

13.5

15

22

8

9.5

10.5

12

13.5

14.5

16.5

17

21

4

6

10

12

14

16

25

35

40

400V

400V

400V

400V

400V

400V

400V

400V

400V

3A

6A

10A

16A

20A

30A

60A

80A

100A

10pcs

L W H A B MM2 VOL AMP Packing

Terminal Block: H、U(W)、V(F) TYPE
· Material： Made from PA, PE, PP

PE, Polyethylene, good pliability, trnspaarency, textensibility,dissolve-resisting
Operating Temperature: -35℃  to 65 ℃   
Brass, screw is iron plated zinc
Voltage: 250V-450V
Color: Natural colr as standard

PP, Polyethylene, inflaming retarding, low transparency, low rigidity, good bounce
Operating Temperature: -20℃  to 90 ℃   
Brass, screw is iron plated zinc
Voltage: 250V-450V
Color: Natural colr as standard

PA, Nylon 66, Flammability 9V-2, inflaming retarding, good dissolve-resisting, good bounce
Operating Temperature: -30℃  to 110 ℃   
Brass, screw is iron plated zinc
Voltage: 250V-450V
Color: Natural colr as standard

L

W

A

U(W) 

H
B

V(F)

H

B

H 

H

B
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